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DIM LOW

COLOR: CCT MODE = 0-127(0%-50%) COLOR: HSI MODE = 128-255(51%-100%)

CCT HUE

SPEED

DMX PIXEL FX CHART

INT LOOP
39 ≤ VALUE ≤ 57

CYCLE: ONE WAY = 0-85(0%-33%)
CYCLE: TWO WAY = 86-170(34%-66%)

CYCLE: REVERSE = 171-255(67%-100%)

PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

G/M SATCH7/PARAMETER #4

CH9/PARAMETER #6

CH10/PARAMETER #7

CH14/PARAMETER #11

CH15/PARAMETER #12

CH11/PARAMETER #8

CH12/PARAMETER #9

CH13/PARAMETER #10

CH16/PARAMETER #13

N/A SPEED PULSES/MININTERVALS

PIXEL EFFECT: 
DELAY = 0 - 85(0% - 33%)

PIXEL EFFECT: 
ALTENATE = 171 - 255(0% - 33%)

PIXEL EFFECT: 
RANDOM = 86 - 170(34% - 66%)

N/A N/A N/AFLASH RATIO

DELAY: 0-255(0%-100%) N/ARANDOM: 0-255(0% - 100%)

N/AN/A

N/AN/A

SYMMETRY: 
OFF = 0 - 127(0% - 50%)
ON  = 128 - 255(51% - 100%)

DIRECTION: 
FORWARD = 0-127(0%-50%)
BACKWARD = 128-255(51%-100%)

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/ACH17-43/
PARAMETER #14-#40
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AMOUNT

COLOR1: CCT MODE = 0-127(0%-50%) COLOR1: HSI MODE = 128-255(51%-100%)

CCT1 HUE1

DMX PIXEL FX CHART

MULTICOLOR
58 ≤ VALUE ≤ 76PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

G/M1 SAT1

COLOR2: CCT MODE = 0-127(0%-50%) COLOR2: HSI MODE = 128-255(51%-100%)

CH7/PARAMETER #4

CH9/PARAMETER #6 CCT2 HUE2

CH10/PARAMETER #7 G/M2 SAT2

CH11/PARAMETER #8 COLOR3: CCT MODE = 0-127(0%-50%) COLOR3: HSI MODE = 128-255(51%-100%)

CH12/PARAMETER #9 CCT3 HUE3

CH13/PARAMETER #10 G/M3 SAT3

CH14/PARAMETER #11 COLOR4: CCT MODE = 0-127(0%-50%) COLOR4: HSI MODE = 128-255(51%-100%)

CH15/PARAMETER #12 CCT4 HUE4

CH16/PARAMETER #13 G/M4 SAT4

CH17/PARAMETER #14 MOVING SPEED

CH20/PARAMETER #17

CH21/PARAMETER #18

N/A SPEED PULSES/MININTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/A N/AFLASH RATIO

DIRECTION: FORWARD = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)CH18/PARAMETER #15

CH19/PARAMETER #16

N/ACH22-43/
PARAMETER #19-#40
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AMOUNT

COLOR1: CCT MODE = 0-127(0%-50%) COLOR1: HSI MODE = 128-255(51%-100%)

CCT1 HUE1

DMX PIXEL FX CHART

FADE
77 ≤ VALUE ≤ 95PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

G/M1 SAT1

COLOR2: CCT MODE = 0-127(0%-50%) COLOR2: HSI MODE = 128-255(51%-100%)

CH7/PARAMETER #4

CH22/PARAMETER #19

CH23/PARAMETER #20

CH9/PARAMETER #6 CCT2 HUE2

CH10/PARAMETER #7 G/M2 SAT2

CH11/PARAMETER #8 COLOR3: CCT MODE = 0-127(0%-50%) COLOR3: HSI MODE = 128-255(51%-100%)

CH12/PARAMETER #9 CCT3 HUE3

CH13/PARAMETER #10 G/M3 SAT3

CH14/PARAMETER #11 COLOR4: CCT MODE = 0-127(0%-50%) COLOR4: HSI MODE = 128-255(51%-100%)

CH15/PARAMETER #12 CCT4 HUE4

CH16/PARAMETER #13 G/M4 SAT4

CH17/PARAMETER #14 SPEED

CH19/PARAMETER #16 MOVING SPEED

CH18/PARAMETER #15 CROSSFADE

CH20/PARAMETER #17

CH21/PARAMETER #18

N/A SPEED PULSES/MININTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/A N/AFLASH RATIO

DIRECTION: FORWARD = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)

N/ACH24-43/
PARAMETER #21-#40
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BACKGROUND: DIM

BACKGROUND: COLOR: CCT MODE = 0-127(0%-50%) BACKGROUND: COLOR: HSI MODE = 128-255(51%-100%)

BACKGROUND: CCT BACKGROUND: HUE

DMX PIXEL FX CHART

PROCESS
96 ≤ VALUE ≤ 114PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

BACKGROUND: G/M BACKGROUND: SAT

COLOR: CCT MODE = 0-127(0%-50%) COLOR: HSI MODE = 128-255(51%-100%)

CH7/PARAMETER #4

CH9/PARAMETER #6 CCT HUE

CH10/PARAMETER #7 G/M SAT

CH11/PARAMETER #8

CH14/PARAMETER #11

CH17/PARAMETER #14

CH18/PARAMETER #15

N/A SPEED

N/A

INTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/AFLASH RATIO

CH13/PARAMETER #10 SPEED

DIRECTION: FORWARD = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)

CH15/PARAMETER #12 SYMMETRY: OFF = 0-127(0% - 50%)
SYMMETRY: ON  = 128 - 255(51% - 100%)

GRADIENT:OFF = 0-127(0%-50%)
GRADIENT:ON  = 128 - 256(51% - 100%)CH12/PARAMETER #9

CH16/PARAMETER #13

PIXEL LENGTH: 1 = 0-63(0% - 25%)
PIXEL LENGTH: 2 = 64-127(0% - 50%)

PIXEL LENGTH: 3 = 128-190(51% - 75%)
PIXEL LENGTH: 4 = 191-255(76% - 100%)

PULSES/MIN

N/ACH19-43/
PARAMETER #16-#40
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DMX PIXEL FX CHART

SCROLL
115 ≤ VALUE ≤ 133PIXEL FX

DIM1

CH4/PARAMETER #1

CH5/PARAMETER #2

CH24/PARAMETER #21

CH25/PARAMETER #22

CH26/PARAMETER #23

N/A SPEED PULSES/MININTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/AFLASH RATIO

DIRECTION: FORWARD = 0-127(0% - 50%)
DIRECTION: BACKWARD = 128 - 255(51% - 100%)CH22/PARAMETER #19

SYMMETRY: OFF = 0-127(0% - 50%)
SYMMETRY: ON  = 128 - 255(51% - 100%)CH23/PARAMETER #20

AMOUNT: 2 = 0-85(0% - 33%)
AMOUNT: 3 = 86-170(34% - 67%)

AMOUNT: 4 = 171-255(68% - 100%)

COLOR1: CCT MODE = 0-127(0%-50%)

HUE1

COLOR1: HSI MODE = 128-255(51%-100%)CH6/PARAMETER #3

CH8/PARAMETER #5

CCT1

G/M1 SAT1

CH7/PARAMETER #4

DIM2CH9/PARAMETER #6

COLOR2: CCT MODE = 0-127(0%-50%)

HUE2

COLOR2: HSI MODE = 128-255(51%-100%)CH10/PARAMETER #7

CH12/PARAMETER #9

CCT2

G/M2 SAT2

CH11/PARAMETER #8

DIM3CH13/PARAMETER #10

COLOR3: CCT MODE = 0-127(0%-50%)

HUE3

COLOR3: HSI MODE = 128-255(51%-100%)CH14/PARAMETER #11

CH16/PARAMETER #13

CCT3

G/M3 SAT3

CH15/PARAMETER #12

DIM4CH17/PARAMETER #14

COLOR4: CCT MODE = 0-127(0%-50%)

HUE4

COLOR4: HSI MODE = 128-255(51%-100%)CH18/PARAMETER #15

CH20/PARAMETER #17 SAT4

CCT4

G/M4

CH21/PARAMETER #18 SPEED

CH19/PARAMETER #16

N/ACH27-43/
PARAMETER #24-#40
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SPEED

COLOR1: CCT MODE = 0-127(0%-50%) COLOR1: HSI MODE = 128-255(51%-100%)

CCT1 HUE1

DMX PIXEL FX CHART

FIRE
134 ≤ VALUE ≤ 152PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

G/M1 SAT1

COLOR2: CCT MODE = 0-127(0%-50%) COLOR2: HSI MODE = 128-255(51%-100%)

CH7/PARAMETER #4

CH9/PARAMETER #6 CCT2 HUE2

CH10/PARAMETER #7 G/M2 SAT2

CH12/PARAMETER #9

CH11/PARAMETER #8 MOVING SPEED

DIRECTION: FORWARD = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)

CH14/PARAMETER #11

CH15/PARAMETER #12

N/A SPEED PULSES/MIN

N/A

INTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/AFLASH RATIO

CH13/PARAMETER #10

N/ACH16-43/
PARAMETER #13-#40

DMX PIXEL FX CHART

RAINBOW
153 ≤ VALUE ≤ 171PIXEL FX

CH6/PARAMETER #3

CH7/PARAMETER #4

CH8/PARAMETER #5

N/A SPEED PULSES/MININTERVALS

ADD-ON: 
OFF = 0-63(0%-25%)

ADD-ON: RANDOM FLASH 
= 128-191(51%-75%)

ADD-ON: PULSE 
= 192-255(76%-100%)

ADD-ON: 
FLASH = 64-127(26%-50%)

N/A N/AFLASH RATIO

DIRECTION: FORWARD  = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)CH5/PARAMETER #2

CH4/PARAMETER #1 SPEED

N/ACH9-43/
PARAMETER #6-#40
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AMBIENT: INT SHIFT

AMBIENT: COLOR: CCT MODE = 0-127(0%-50%) AMBIENT: COLOR: HSI MODE = 128-255(51%-100%)

AMBIENT: CCT AMBIENT: HUE

DMX PIXEL FX CHART

DIRVING
172 ≤ VALUE ≤ 191PIXEL FX

CH4/PARAMETER #1

CH5/PARAMETER #2

CH6/PARAMETER #3

CH8/PARAMETER #5

AMBIENT: G/M AMBIENT: SAT

CCT SHIFT

SHIFTING SPEED

HUE SHIFT

CH7/PARAMETER #4

DIM1

COLOR1: CCT MODE = 0-127(0%-50%) COLOR1: HSI MODE = 128-255(51%-100%)

CCT1 HUE1

CH12/PARAMETER #9

CH13/PARAMETER #10

CH14/PARAMETER #11

G/M1 SAT1

COLOR2: CCT MODE = 0-127(0%-50%) COLOR2: HSI MODE = 128-255(51%-100%)

CCT2

G/M2

HUE2

SAT2

CH15/PARAMETER #12

CH9/PARAMETER #6

CH10/PARAMETER #7 DIRECTION: FORWARD  = 0-127(0%-50%)
DIRECTION: BACKWARD = 128-255(51%-100%)

CH11/PARAMETER #8

STREET LIGHT: 1 = 0-63(0% - 25%)
STREET LIGHT: 2 = 64-127(0% - 50%)

STREET LIGHT: 3 = 128-190(51% - 75%)
STREET LIGHT: 4 = 191-255(76% - 100%)

STREET LIGHT 1: MOVING SPEED

DIM2

CH22/PARAMETER #19

CH23/PARAMETER #20

CH25/PARAMETER #22

CH26/PARAMETER #23

STREET LIGHT 2: INTERVAL RANGE LOW

CH27/PARAMETER #24

STREET LIGHT 2: INTERVAL RANGE HIGH

STREET LIGHT 2: MOVING SPEED

CH17/PARAMETER #14

CH18/PARAMETER #15

CH19/PARAMETER #16

CH20/PARAMETER #17

CH21/PARAMETER #18

STREET LIGHT 1: INTERVAL RANGE LOW

STREET LIGHT 1: INTERVAL RANGE HIGH

CH16/PARAMETER #13

STREET LIGHT 1
PIXEL LENGTH: 1 = 0-63(0% - 25%)

PIXEL LENGTH: 2 = 64-127(0% - 50%)
PIXEL LENGTH: 3 = 128-190(51% - 75%)

PIXEL LENGTH: 4 = 191-255(76% - 100%)

CH24/PARAMETER #21

STREET LIGHT 2
PIXEL LENGTH: 1 = 0-63(0% - 25%)

PIXEL LENGTH: 2 = 64-127(0% - 50%)
PIXEL LENGTH: 3 = 128-190(51% - 75%)

PIXEL LENGTH: 4 = 191-255(76% - 100%)
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DMX PIXEL FX CHART

DIRVING
172 ≤ VALUE ≤ 191PIXEL FX

DIM4

DIM3

CH36/PARAMETER #33

COLOR3: CCT MODE = 0-127(0%-50%) COLOR3: HSI MODE = 128-255(51%-100%)

CCT3

G/M3

HUE3

SAT3

CH30/PARAMETER #27

CH31/PARAMETER #28

CH33/PARAMETER #30

CH34/PARAMETER #31

STREET LIGHT 3: INTERVAL RANGE LOW

CH35/PARAMETER #32

STREET LIGHT 3: INTERVAL RANGE HIGH

STREET LIGHT 3: MOVING SPEED

CH29/PARAMETER #26

CH28/PARAMETER #25

CH32/PARAMETER #29

STREET LIGHT 3
PIXEL LENGTH: 1 = 0-63(0% - 25%)

PIXEL LENGTH: 2 = 64-127(0% - 50%)
PIXEL LENGTH: 3 = 128-190(51% - 75%)

PIXEL LENGTH: 4 = 191-255(76% - 100%)

COLOR4: CCT MODE = 0-127(0%-50%) COLOR4: HSI MODE = 128-255(51%-100%)

CCT4

G/M4

HUE4

SAT4

CH38/PARAMETER #35

CH39/PARAMETER #36

CH41/PARAMETER #38

CH42/PARAMETER #39

STREET LIGHT 4: INTERVAL RANGE LOW

CH43/PARAMETER #40

STREET LIGHT 4: INTERVAL RANGE HIGH

STREET LIGHT 4: MOVING SPEED

CH37/PARAMETER #34

CH40/PARAMETER #37

STREET LIGHT 4
PIXEL LENGTH: 1 = 0-63(0% - 25%)

PIXEL LENGTH: 2 = 64-127(0% - 50%)
PIXEL LENGTH: 3 = 128-190(51% - 75%)

PIXEL LENGTH: 4 = 191-255(76% - 100%)



Guangdong NanGuang Photo&Video Systems Co.,Ltd
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