
8PX60-12-W2 8PX60-12-B2 8PXW60-F-12-B 8PX60-4 8P60-5-B 8PXW60-4-B 8PX30-F 8PL60-F 8PL30-F 8PL60-F-12

Stock/Made to 
Order

Stock Stock Stock Stock Made to order Made to order Made to order Made to order Made to order Made to order

Signal Power 
Injection

7 7 5 5 5 5 5 5 5 5

Dual Power 
Injection

17 17 10 7 7 7 7 7 7 10

IP Rating IP40 IP40 IP20 IP20 IP20 IP20 IP20 IP20 IP20 IP20

Input Voltage 12v 12v 12v 5v 5v 5v 5v 5v 5v 12v

Watts/meter 
(Max)

7.8w 7.8w 19.7w 14w 11.5w 13.5w 6.6w 10.4w 5.6w 10.8

Lumens/meter 
(Max)

122.9 122.9 511 347 244 355 160 210 122 291

Pixels/meter 60 60 60 60 60 60 30 60 30 60

Pixel Grouping Individual Individual
Grouped 
(3 Pixels)

Individual Individual Individual Individual Individual Individual
Grouped 
(3 Pixels)

DMX 
Channels/Meter

180 180 80 240 180 240 120 180 90 60

Control Protocol GS8208B GS8208B
UCS2904 

(Compatible with 
WS2811)

SK6812 
(compatible with 

WS28xx)

SK6812 
(compatible with 

WS28xx)

SK6812 
(compatible with 

WS28xx)

SK6812 
(compatible with 

WS28xx)

SK6812 
(compatible with 

WS28xx)

SK6812 
(compatible with 

WS28xx)

WS2811

Backup Data Line Yes Yes No No No No No No No No

Pixel Mapping 
Order

RGB RGB GRBW GRBW GRB GRBW GRBW GRB GRB GRB

White color 
temperature

n/a n/a 4050K – 4250K 4050K – 4250K n/a 4050K – 4250K 4050K – 4250K n/a n/a n/a

PCB Color White Black Black White Black Black White White White White

PCB Width 10mm 10mm 10mm 10mm 10mm 10mm 10mm 10mm 10mm 10mm

Reel Length 5m 5m 5m 4m 5m 4m 5m 5m 5m 5m

Operating 
temperature 

0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C 0°C to 50°C
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